80%

Traffic

Direction
E’
=]
[=]
X,
>

Gusset plates,

total 9

57 mm Dia anchor bolts with
nut, leveling nut and 3 flat

washers per bolt.

Leveling nuts

and washers to be adjusted for
full even bearing on base plate
prior to final tightening of

upper nuts.

See Note 3. ———

¢ Posf"l‘ ﬁ‘ Lower handhole

= 63 mm Dia hole for 57 mm Dia
4 anchor bolts, total 10.

— Hammer peen weld toes
at gussets, total 9.

T S——273 mm @ Hole for
electrical conduit

10 BOLTS
BASE PLATE DETAILS

38 mm Dia

16 mm thick gusset plate.

6 mm Cir -
— Post wall
. . ———— Tack weld backing ring to post.
ggc;w%g[\mg / Tack weld shall be incorporated
E / into weld area
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ﬁ_@\ \ / 7 _— Gusset plate not shown
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SECTION G-G
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galvanizing drain hole —

6 mm Clr,
of backing ring.
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GALVANIZING HOLE LAYOUT

WELDING DETAIL

<!
& Base plate 813 mm Dia
x thickness = 70 mm.
B
o
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O.D
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Y _|——— Conduit, see Electrical Plans.
-]
Tack weld> Washer
Bolt head or nut
ELEVATION
ANCHORAGE DETAIL

—38 mm Dia galvanizing drain hole.
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TIGHTENING SEQUENCE

NOTES

1. Thread upper 254 mm and galvanize upper
305 mm of the anchor bolfs.

Nvid P1S tv00¢

2. Provide bolt template during installation of
anchor bolts.

3. Following initial tightening, upper nuts shall
be brought to a snug tight condition. This
can be obtained by a few impacts of an
impact wrench or the full effort of a man
using an ordinary spud wrench. Snug
tightening shall progress systematically
according to the tightening sequence as
shown. Upper nuts and washers to have
full even bearing on base plate.
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